763DFX SAMSUNG CRT MONITOR
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	CDT
	Tube : DynaFlat X
VSize : 43cm(17") diagonal
Viewable Image Size : 40.6cm(16")
Dot Pitch : 0.20mm(Horizontal)
Surface Treatment : Multi-layer Coating

	

	Bandwidth
	Maximum : 110 MHz

	

	Scanning Frequency
(Auto Scanning)
	Horizontal : 30-70 KHz
Vertical : 50-160 Hz

	

	Micro Processor
	Factory Saving Mode : 8 modes
User Saving Mode : 8 modes

	

	User Control
(Display Director)
	Digital : Display Director+, Brightness, Contrast, Position, Size, Zoom, Pincushion, Trapezoid, Rotation, Pin balance, V-Linearity, H/V-Moire, Color Temperature, Degauss, Video Input Level, Halftone, Recall, Display Timing, Languages, OSD Lock/Unlock

	

	Plug & Play
	DDC 2B/2Bi : YES
USB : Stand Hub (Option)

	

	Compatibility
	Recommended : 1024x768 @85Hz 
Max :1280x1024 @65Hz
VESA :1280x1024 @65Hz
1152x864 @77Hz
1024x768 @86Hz
800x600 @109Hz
640x480 @134Hz

	

	Power
	SVoltage : AC 90-264V, 60/50 Hz

	

	Safety & EMC
	Safety : UL, CSA, TUV, CB, NEMKO, Korea EK, CCIB, PSB, NOM, GOST, CDRH, IRAM
EMC : FCC, CE, VCCI, C-tick, BSMI, Mic, ICES

	

	Dimensions
	W x H x D : 398 x 412 x 400 mm

	

	Weight
	Actual : 15.9Kg

	

	Power Management
	Regulation : EPA/VESA DPMS/Energy 2000

	

	Accessory
	Software Kit(Install Driver, Natural Color+, Manual) USB Hub(Optional) Multimedia Station - Optional(SP-S302N)


