CRT SAMSUNG MONITOR
1100+
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21" FST CRT Beige 0.25mm Dot Pitch
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	Specifications
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CRT
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Size
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21"
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Viewable Image Size
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20"
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Type
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FST-Invar
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Dot Pitch (mm)
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0.21mm(H)
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Surface treatment
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UltraClear™
High Contrast
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Deflection
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90 degrees
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Resolution
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Recommended
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1600x1200 / 90Hz
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Maximum
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2048x1536 / 71Hz
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Bandwidth
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Maximum
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320 MHz
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Frequency
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Horizontal
Vertical
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30-115 KHz
50-160 Hz
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Signal Input
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Connector
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15-pin d-Sub
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Sync Signal
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Separate H/V,
Composite H/V,
SOG
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Microprocessor
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Factory Saving
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8 modes
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User Saving
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10 modes
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Controls
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Brightness, Contrast, Position, Size, Zoom, Parallelogram, Rotation, Pincushion, Trapezoid, Pinbalance, Linearity, Colour, Moire, Side Pin Corner, Pin balance Corner, Focus, Convergence, Degauss, Recall, Video Input level, Display Timing, Menu, Languages, OSD Lock/Unlock
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Power
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Consumption
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125 Watts
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Voltage
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AC90-264VAC, 50/60 Hz
Universal Power
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Plug & Play
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DDC
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DDC 2B/2Bi
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Regulations
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Safety
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UL, CSA, TUV, CB, NEMKO, Korea EK, CCIB, PSB, NOM, GOST, CDRH, IRAM
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EMI/Emissions
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FCC, CE, VCCI, C-tick, BSMI, Mic,ICES, TUV GS
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Emission Standard
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TCO '99
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Dimensions
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Set(WxDxH mm)
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504x492x508mm
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Weight
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Net(Physical)
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26.1kg
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Gross(Packaging)
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30.5kg
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Power Management

[image: image65.png]



Regulation
(US)
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Energy Star,
Energy 2000
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Cabernet Colour
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Front/Back
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Ivory/Ivory

[image: image70.png]



Features
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OSD Lock/Unlock, Natural Colour™, Software
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Included

[image: image74.png]



 

[image: image75.png]



15-pin d-Sub
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Optional
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n/a
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Warranty

[image: image80.png]



Parts/Labor/CRT
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3/3/3
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Compatibility
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Operating Systems
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Windows,
Macintosh,
Sun Microsystems,
UNIX
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