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	Specifications

	 

	 

 

Model

 

193P-Silver



Panel
 

Type

 

a-si TFT/PVA

 

 

Size

 

19"

 

 

Pixel Pitch (mm)

 

0.294

 

 

Brightness

 

250 cd/m2
 

 

Contrast Ratio

 

1000:1

 

 

Viewing Angle (H/V)

 

178/178

 

 

Response Time (ms)

 

20

 

 

Aspect Ratio

 

4:3

 

 

Interface

 

Analog/Digital



Frequency
 

Horiz. Rate (kHz)

 

30-81 (Analog)

Frequency
 

Horiz. Rate (kHz)

 

30-63 (Digital)

 

 

Vert. Rate (Hz)

 

56-75

 

 

Bandwidth (Mhz)

 

140



Resolution
 

Maximum

 

1280x1024

 

 

Native

 

1280x1024



Colors
 

Supported

 

16.7 Million



Signal Input
 

Input Video Signal

 

Analog RGB, DVI Digital Link

 

 

Video Level

 

Analog : 0.7VP-P

 

 

Sync Type

 

Separate H/V, Composite H/V

 

 

Input Connectors

 

15pin D-Sub, DVDI-D



Plug and Play
 

DDC

 

2B



Power
 

On/Working (Watts)

 

40



Wall Mount
 

VESA®

 

75mm (optional)



Regulations
 

Safety

 

UL 1950, CSA, TUV, NEMKO, EK, CCIB, PSB, GOST, SIQ, PCBC, NOM, IRAM, SASO

 

 

EMI

 

FCC, CE, MPR II, VCCI, MIC, BSMI, C-TICK, TUV GS

 

 

Emission Standard

 

TCO '03



Cabinet Color
 

Bezel Color

 

Silver



Dimensions (W*H*D)
 

Physical (inches)

 

16.7 x 16.2 x 9.3

 

 

Packaging (inches)

 

20.6 x 17.8 x 7.2



Features
 

Special

 

Ultra narrow bezel and slim design, dual hinge stand, dual CPU input, pivot technology, buttonless design, MagicTuneTM, MagicBrightTM
 

 

Included

 

 



Warranty
 

Parts/Labor/Backlight (yrs)

 

3/3/3




