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	Specifications

	 

	 Panel 
 Type 
 a-si TFT/PVA

 Viewable Area 
 24.06"

 Pixel Pitch 
 0.270mm

 Brightness (typ.) 
 270cd/m2
 Contrast Ratio 
 500:1

 Viewing Angle (H/V) /
  
 170°/170° 

 Response Time 
 25ms

 Interface 
 Analog

 Frequency 
 Horizontal Frequency 
 30 - 85 KHz

 Vertical Frequency 
 55 - 85 Hz

 Bandwidth 
 193MHz

 Maximum Resolution 
 1920x 1200

 Colour Supported 
 16.7 Mil.

 Signal Input 
 Input Video Signal 
 Analog RGB, CVBS,
  S-Video, Scart,
  TV(Antenna/Cable)

 Video Level 
 Analog: 0.7 Vp-p

 Sync. Type 
 Separate H/V, 
  Composite H/V, SOG

 Input Connectors 
 15 pin D-sub, S-Video,
  2 Component, Scart
  TV Antenna/Cable,  
  RCA Connector

 Included Signal Cable 
 VGA Cable, Scart

 DDC 
 DDC 2B

 On Mode 
 120 Watts (Max.)

 DPMS Mode 
 < 8.0 Watts

 Multimedia Speakers 
 Attachable Speakers,
  5 Watts, 2 Channels

 Wall-Mount 
 Stand

 Available Colours 
 Silver

 Mac Compatibility 
 Yes

 Dimensions 
 Set with stand (WxHxD) 
 618mm x 472mm x
  213mm

 Packing (WxHxD) 
 773mm x 608mm x 
  340mm

 Weight 
 Net 
 12.15 Kg

 Gross 
 22.5 Kg

 Regulation 
 Energy 
 Energy Star, NUTEK

 Emissions 
 TCO'95

 Stand 
 Standard




