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@ Processor . .
+ Socket 478 Intel Pentium 4 and Celeron processors from 1.7GHz up to

2+GHz

+ Supports the following System Bus and Memory combination
FSB400 / DDR266 (PC2100)
FSB533 / DDR266/333 (PC2100/PC2700)
FSB800/DDR333 (PC2700)*
FSB800/DDR400 (PC3200)

* When configured to FSB800/DDR333, adaptive synchronization aligns to the
closest FSB to memory clock ratio, setting memory channel to 320MHz

+ Supports Hyper-Threading Technology
To enable the Hyper-Threading Technology function on your computer
system requires ALL of the following platform components
=CPU. An Intel” Pentium” 4 Processor with HT Technology.
=Chipset:  An Intel” Chipset that supports HT Technology.
=BIOS: A BIOS that supports HT Technology and has it enabled.
=0Ss: An operating system that supports HT Technology.
Performance will vary depending on the specific hardware and software
you use. See <http://www.intel.com/info/hyperthreading> for information
including details on which processor support HT Technology.

@ Chipset
+ Intel 865G Chipset (865G + ICHS/R)

- Built-in Intel Extreme Graphics

@ Main Memory
+ Two 184-pin DDR DIMM sockets for PC2100/2700/3200 (DDR266/333/400)
DIMMs
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+ Supports 128-bit dual channel memory architecture

+ Supports up to 2GB memory size

@ BIOS
+ Flash EEPROM with Award BIOS
- ACPIv2.0 compliant
- §3 (Suspend to DRAM) sleep-state support
- SMBIOS (System Management BIOS)v2.2 compliant
- Supports Power failure recovery

- Able to wake the computer from specific states by LAN, Power switch,
PME#, RTC alarm, USB, PS2 K/B, PS2 Mouse, Modem Ring-in COM#1...

@ Onboard PCI Devices
+ LAN->  Integrates 10/100Mps Fast Ethernet controller with onboard
(Optional) ~ Realtek RTL8101L LAN Chipset

+ S-ATA --> 2 S-ATA Port for up to 150MB/sec transfer rate

+ IDE—> 2 ordinary IDE Port with PIO/Ultra DMA-33/66/100 for up to 4
devices

@ Legacy IO Controller
+ Winbond W83627HF LPC 10 controller with floppy, printer, game, serial
and SIR interface

@ Audio
+ Six channel audio with analog and digital output using Cmedia CMI9739A

AC’97 CODEC

- AC’97v2.2 compliant

- In2-CH mode, supports Line-In (Light blue), Line-Out (Lime) and Mic-In
(Pink) at rear panel

- In 6-CH mode, supports Rear speaker-out (Light blue), Front speaker-out
(Lime) and Center&Subwoofer speaker-out (Pink) at rear panel

- Supports CD-In, Aux-Inand S/PDIF-in/out interface

- Supports Line-out and Mic-In for front panel
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+ PS/2 keyboard and mouse ports
+  One Parallel (printer) port
+ One Serial port
+ One VGA port
+ One RJ45 LAN connector (Optional)
+ Four USB2.0 por

+ Three Audio j

% Onboard connector and pin-header
« One floppy drive connector
« Two IDE connectors
« Four extra USB2.0 ports
+ One CD-IN and One AuX-IN connector
+ One S/PDIF in/out connector
+ OnelIR connector
 One Front Panel Audio connector
+ One Game port connector
+ Two S-ATA connectors

+ Two Fan connectors

@ Front Panel Controller
+ Supports Reset & Soft-Off switches

+ Supports HDD & Power LEDs

+ Supports PC speaker

@ Expansion Slots
+ One AGP slot supporting 1.5v 4X/8X AGP card
- AGP v3.0 compliant
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-PCIv2.3 compliant

@ Other Features
+ Magic Health —a H/W monitoring software utility, for voltages, temperatures
and fan-speeds sensing

« EZ Boot — An easy way let end-user can choose to boot from hard drive,
CD-ROM, floppy. ...

+ Supports exclusive KBPO (Keyboard Power On) function
+ Excellent Overclocking capabilities through
- subtle frequency tuning on FSB

- Supports complete Asynchronous FSB/Memory and Asynchronous FSB
AGP, PCI scheme for overclocking

@ Form Factor
+ 245mmx 220 mm Micro ATX size




