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	Model
	CRW52x24x52
	
	Picture
	








	Territory
		America , China , Europe , Japan , Taiwan&Asia 


	Specifications

	Interface
	· E-IDE (SFF8080 Rev 1.2&8020I Rev 2.6) 

· ATAPI (SFF8080 Rev 1.2&8020I Rev 2.6) 

· ATA33 (33MB/sec) 

· DMA (16.7MB/sec) 

PIO Mode-4 (16.7MB/sec)

	Data Transfer Rate
	· CD-RW Write (24X,16X,12X,10X,4X) 

· CD-R Write (52X,48X,40X,32X,24X,16X,12X,8X) 

CD Read (Up to 52X)

	Speed
	· CD-R 52X 

· CD-ROM 52X 

· CD-RW 32X

	Data Buffer Memory
	Data Buffer Memory (2MB)

	Supported Formats
	· CD-Audio 

· CD-ROM Mode 1 and 2 

· CD-ROM XA Mode2, Form1 and Form2 

· CD-I (requires special reader/player) 

· Photo-CD single and multiple sessions (requires special reader/player and writing requires Kodak's license) 

· Video CD 

· CD Extra 

· I-Trax CD 

· CD Text (requires Nero) 

High Density(80-mins) CD (requires Nero)

	MTBF
	· MTBF (85,000 hrs)

	Mounting Orientation
	Horizontal or Vertical (eject button must be upside)

	Weight
	Weight (1.0 kg or less (accessories not include))

	Dimensions
	Dimensions (149x42x188.4mm (WxHxD))

	Power Requirement
	DC (5VÂ±5%, DC12VÂ±10%)

	Power Consumption
	· Normal operation (16W or less) 

Stand by (1.2W or less)

	Temperature(Without cooling)
	· Operating (5Â°C ~ 40Â°C) 

Non-operating (-20Â°C ~ 55Â°C)

	Humidity
	· Operating (20% ~ 80% R.H.) 

Non-operating (10% ~ 90% R.H.)

	Logical Recording Format
	UDF and ISO9660

	MTTR
	· MTTR (30 min)
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