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	MPEG Compatible

Compatible with various MPEG II Cards & Soft MPEG

Interface

EIDE / ATAPI

Drive Type

Internal Type

Data Transfer Rate

DVD: 21,600KB/sec (16X)
CD : 7,200KB/sec (48X)

Burst Transfer Rate

DVD : 16.6MB/sec (PlO Mode 4) 
CD : 16.6MB/sec (DMAMode2) 
Ultra DMA

Average Access Time

DVD : Below100 ms
CD : Below 90 ms

Buffer Memory

512 KB

Loading Type

Motorized Tray Type

Drive Mounting

Horizontal / Vertical

Supported Disc

DVD-ROM, DVD-R, DVD-Video, CD-ROM, CD-R, CD-RW, CD-DA, CD-ROM/XA, Video-CD, CD-I/FMV, Photo CD, CD-TEXT, CD-EXTRA.

Audio

S/N Ratio > >75 dB
Channel Separation > 65dB

Size

149 x 42.5 x 200 (mm)

Physical Specifications

Front Bezel

Eject Button, Emergency Hole, Headphone Output, Volume Controller, Disc in / Busy Led

System Requirements

CD/DVD-ROM

IBM Compatible PC with Pentium 166MHz or higher
Minimum VGA graphic display
MS DOS 6.0 or higher
Windows 95 / 98 or higher
MPEG II decoder card or compatible device

DVD-Video

IBM compatible PC with Pentium 166MHz or higher
Supporting PCI local bus 2.1
Windows 95 / 98 or higher
16MB RAM or higher
MPEG II decoder card or compatible device
(In case of Software MPEG II, higher system grade is needed)



	


