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Technical Specifications

	· font capabilities

	45 TrueType fonts and 35 PostScript fonts for Windows and Macintosh

	

	· environmental ranges

	Operating temperatures: 

	50 to 90.5° F (10 to 32.5° C)

	Storage temperatures: 

	32 to 104° F (0 to 40° C)

	Operating humidity: 

	20 to 80% RH (10 to 80% RH non-operating)

	Storage humidity: 

	10 to 85% RH

	

	· acoustics

	Sound pressure: 

	63 dB(A), Sound power: 6.3 B(A)

	

	· power requirements

	110 (± 12%), 60 Hz (± 3 Hz); 127 (± 10%), 60 Hz (± 3 Hz); 220 (± 12%), 50/60 Hz

	(± 3 Hz); 240 (± 12%), 50 Hz (± 3 Hz)

	

	· power consumption

	Maximum printing: 

	320 watts

	Maximum non-printing: 

	7 watts

	Off:

	 > 0 watts

	ENERGY STAR® compliant

	

	· power certification

	Safety certifications:

	U.S.A. (UL-UL 60950; FDA-21 CFR Chapter 1 Subchapter J for lasers),

	Canada (CUL-CAN/CSA C22.2 number 60950-00), Class 1 Laser/LED Product,Electromagnetic compatibility: U.S.A. (FCC Title 47 CFR Part 15 class B), Canada (IndustryCanada ICES 003-CISPR 22), CISPR22 to Class B

	

	· warranty

	One-year limited warranty

	

	HP LaserJet 1300 

	      Q1334A 

	

	· Print Speed

	2 Up to 20 ppm

	2Exact speed varies depending on the system configuration, software application, driver, and document complexity.

	

	· First Page Out 

	8 seconds

	

	· Processor 

	133 MHz, Motorola Coldfire

	

	· Memory 

	16 MB of RAM (expandable to 80 MB)

	

	· Duty Cycle, Monthly

	 10,000 pages per month

	

	· Media

	Paper Trays 250-sheet input tray, 10-sheet priority input tray, optional 250-sheet input tray

	Output Capacity, Max 125 sheets

	Sizes 3 by 5 to 8.5 by 14 in

	Weight 16 to 28 lb (main tray to output bin); 16 to 43 lb (main tray to straight through media path)

	Types letter, legal, executive, index card, #10 envelopes, Monarch envelopes

	· Print Technology

	 HP FastREs 1200, 1200 x 1200 dpi

	

	· Connectivity

	Interfaces 

	IEEE 1284-compliant bidirectional parallel LIO adapter, USB (hot port) 

	Wireless optional 802.11b, infrared, Bluetooth

	Languages HP PCL 6, HP PCL 5e, PostScript Level 2

	Compatibility Microsoft® Windows® 95, 98, NT® 4.0 (SP3) XP, and XP-64 bit (print driver only); 2000, Millennium Edition (Me);

	Apple Mac OS X and later; Red Hat Linux 6.x and later; SuSE Linux 6.x and later;

	HP-UX 10.20, 11.x; Solaris 2.5x, 2.6, 7, 8; IBM AIX 3.2.5 and later; MPE-Ix

	

	· Dimensions (W by D by H) 

	16 by 19 by 10 in (415 by 486 by 241 mm)

	

	· Weight 

	19 lb (9 kg)


